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Pump comparison : Wilo vs Grundfos on Topstart 

 

 Wilo Grundfos 
Picture  

 
 

 

 
 

Dimension (H x W x D) (mm) 
 

130 x 100 x 80 
 

 

130 x 95 x 85 
 

Flow rate 
 

3m³/h at 2m height  

 

 

3m³/h at 2m height 
 

Rotation 
 

Clockwise 
 

Counter-Clockwise 
 

 

Motor Housing 
 

Aluminium 
 

 

Aluminium 
 

 

Electronic Housing 
 

Plastic (Makrolon 2405) 
 

 

Metal/Plastic (PPE with glass 
fiber)  

 

 

Electronic location 
 

On the side (front face) 
 

 

Below 
 

Motor Impact resistance  
 

High  
 

 

High 
 

Electronic Impact resistance  
 

Low because of the full plastic 
cover and its location 

 

 

High thanks to the location and 
the metallic protection cover 

 

Vibration 
 

Lower resistance due to 
orientation of the electronic : 
Horizontal orientation of the 

condensator reduces 
 the resistance to the vibration  

 

 

Better resistance due to 
orientation of the electronic: 

Vertical orientation of the 
condensator has less impact on 
the resistance to the vibration 

 

Condensation holes 
 

Yes 
 

 

No 
 

IP Rating 
 

IP44 
 

 

IP44 
 

 

De-blocking screw 
 

No 
 

Yes (front face) 
 

 

 


